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iN-TEK KALITE KONTROL PROJE DENETIM MUSAVIRLIK VE TICARET ANONIM
SIRKETI

Accreditation Nr: AB-0958-T
Revision Nr: 03 Date: 27.12.2019

Test As a Testing Laboratory
TS EN ISO/IEC 17025
AB-0958-T Address: Phone :0242 329 1050
Sirinyali Mah. 1511 Sok. No:5/B Muratpasa Fax 10242 32910 51
07160 ANTALYA/TURKIYE E-Mail :info@in-tek.com.tr
Website : www.in-tek.com.tr
Testing Method
Testefi Name of Test (National, International standards,
Materials / Products -
in house methods)
Fresh Concrete Sampling TS EN 12350-1
Slump Test TS EN 12350-2

Air Content - Pressure Methods

TS EN 12350-7

Hardened Concrete

Making and Curing Specimens for Strength Tests

TS EN 12390-2

Hardened Concrete
(Cube)

Determination of Compressive Strength of Test
Specimens

TS EN 12390-3

Hardened Concrete
(Cylinder)

Determination of Compressive Strength of Test
Specimens

TS EN 12390-3

Tensile Splitting Strength of Test Specimens

TS EN 12390-6

Hardened Concrete
(Cored Specimens)

Taking, Examining and Testing in Compression

TS EN 12504-1

Concrete Structures

Assessment of In-situ Compressive Strength in TS EN 13791
Structures And Precast Concrete Components
Anchoring of Reinforcing Steel Bar TS EN 1881

Reinforcing Steel of
Concrete

Tensile Testing
(At Room Temperature 20 kN - 600 kN)

TS EN ISO 6892-1

Tensile Testing
(At Room Temperature 20 kN - 600 kN)

TS EN ISO 15630-1

Tensile Testing - Determination of Strength at
Total Extension

TS EN ISO 6892-1

Tensile Testing — Determination Percentage of
Elongation After Fracture

TS EN ISO 6892-1

Metallic Materials

Tensile Testing - Determining of Yield and Tensile
Strength

TS EN ISO 6892-1

Tensile Testing - Determination of Percentage
Elongation After Fracture

TS EN ISO 6892-1

Aggregates

Determination of Particle Size Distribution - TS EN 933-1
Sieving Method

Assessment of Fines - Methylene Blue Test TS EN 933-9
Determination of Resistance to Fragmentation by TS EN 1097-2

Los Angeles Test
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Tested
Materials / Products

Name of Test

Testing Method
(National, International standards,
in house methods)

(Aggregates, continued)

Determination of Bulk Density and Void Ratio TS EN 1097-3
Determination of the Water Content (Drying in TS EN 1097-5
Oven Method)

Determination of Particle Density and Water TS EN 1097-6
Absorption of Coarse Aggregates

Determination of Particle Density and Water TS EN 1097-6
Absorption of Fine Aggregates

Magnesium Sulfate Test for Thermal and TS EN 1367-2

Weathering Properties of Aggregates

Clay Lumps and Friable Particles in Aggregates

ASTM C142 / C142M

Soils

Determination of Water Content
(Oven-drying Method)

TS ENISO 17892-1

TS 1900-1

Clause 5.1.1.1 Test 1 (A)

(*Has been repealed on 18.02.2015 but
is temporarily included within the scope
of accreditation upon the request of the
organization.)

Determination of Bulk Density
(Linear Measurment Method)

TS ENISO 17892-2

Determination of Particle Density
(The Fluid Pycnometer Method)

TSEN SO 17892-3

TS 1900-1

5.1.5.1Test 5 (A)

5.1.5.2 Test 5 (B)

(*Has been repealed on 06.02.2017 but
is temporarily included within the scope
of accreditation upon the request of the
organization.)

Determination of Particle Size Distribution
(Sieving Method)

TS EN ISO 17892-4

TS 1900-1

5.1.6.1Test 6 (A)

(*Has been repealed on 06.02.2017 but

is temporarily included within the scope
of accreditation upon the request of the-
organization.) /"//’: 3

Determination of Particle Size Distribution
(Sedimentation Method)

TSENISO 17892-4
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Tested
Materials / Products

Testing Method
Name of Test (National, International standards,
in house methods)

(Soils, continued)

Incremental Loading Oedometer Test TS EN ISO 17892-5
(Square Root of Time Fitting Method)

TS 1900-2

Test 2

(*Has been repealed on 21.05.2018 but
is temporarily included within the scope
of accreditation upon the request of the
organization.)

Incremental Loading Oedometer Test TS EN ISO 17892-5
(Log Time Method)

TS 1900-2

Test 2

(*Has been repealed on 21.05.2018 but
is temporarily included within the scope
of accreditation upon the request of the
organization.)

Determining Swelling Percentage TS1900-2 /T1

Determining Swelling Pressure TS1900-2 /T1

Determination of Liquid Limit TS 1900-1

(Multipoint Method)

Determination of Plastic Limit and Plasticity TS 1900-1

Index

Laboratory Compaction Characteristics of Soil TS 1900-1

Using Standard Effort

Laboratory Compaction Characteristics of Soil TS 1900-1

Using Modified Effort

Unconfined Compression Test TS 1900-2

Triaxial Compression Test TS 1900-2

(Unconsolidated - Undrained)

Determination of Bearing Ratio in Laboratory TS 1900-2

(CBR)

Determination of Permeability by Falling Head TS1900-2/T1
Soils - Determining Dry Unit Weight of Soil in situ - Soil TS 1900-1
Field Tests Replacement by Sand Pouring Method

(for Fine and Medium Grained Soil by Small
Pouring Cylinder Method)
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Tested
Materials / Products

Name of Test

Testing Method
(National, International standards,
in house methods)

(Soils - Field Tests,
continued)

Determining Dry Unit Weight of Soil in situ - Soil
Replacement by Sand Pouring Method

(for Fine, Medium and Coarse Grained Soil by Big
Pouring Cylinder Method)

TS 1900-1

Test Methods for In-Place Density and Water
Content of Soil and Soil-Aggregate by Nuclear
Methods (Shallow Depth)

ASTM D6938

Determination of Bearing Capacity of Soils in-situ
by Plate Loading Test

TS 5744

Anchorage Testing

TS EN 1537 Clause 9.6
TS EN 1537 E.2.2, (2001)

Anchorage Testing

ISRM

Natural Stones

Determination of Uniaxial Compressive Strength

TS EN 1926

Concrete Kerb Units

Measurement of Dimensions

TS 436 EN 1340

Measurement of Flexural Strength

TS 436 EN 1340

Determination of Total Water Absorption

TS 436 EN 1340

Concrete Paving Blocks

Measurement of Dimensions

TS 2824 EN 1338

Determination of Tensile Splitting Strength

TS 2824 EN 1338

Determination of Total Water Absorption

TS 2824 EN 1338

Terrazo Tiles
(for external use)

Measurement of Dimensions
(Width, Length, Height and Surface Layer
Thickness)

TS 213-2 EN 13748-2

Measurement of Breaking Strength and Breaking
Load

TS 213-2 EN 13748-2

Water Absorption Test

TS 213-2 EN 13748-2

Masonry Units

Determination of Dimensions TS EN 772-16
TS EN 771-1
Determination of Surface Flatness in Masonry TS EN 772-20
Units TS EN 771-1
Determination of Dry Mass TSEN 772-13
Determination of Net and Gross Dry Density of TS EN 772-13
Masonry Units TSEN771-1

(except for Natural Stone)
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Test
TS E 7025 Revision Nr: 03 Date: 27.12.2019
ing M
st Testing Method

Materials / Products

Name of Test

(National, International standards,
in house methods)

(Masonry Units , Determination of Compressive Strength TS EN 772-1
continued) TSEN771-1
Masonry Units Determination of Dimensions TS EN 772-16
(Concrete with Dense
and Lightweight
Aggregates)
Determination of Surface Flatness TS EN 772-20
TS EN 771-3
Compressive Strength TSEN 772-1
TS EN 771-3
Unit Density TSEN771-3
TSEN 772-13
Lightweight Concrete Measurement of Dimensions TS 407
Hollow Block With No (Width, Length, Height, Outer-wall Thickness,
Mechanical Function in Inner-wall Thickness)
the Static Design
Determination of Dry Mass TS EN 772-13

Determination of Net Dry and Gross Densities

TS EN 15037-2

TS EN 772-13
Bitumen and Preparation of Test Samples TS EN 12594
Bituminous Binders
Determination of Needle Penetration TS EN 1426
Determination of the Softening Point TS EN 1427

Ring and Ball Method

Determination of Flash and Fire Points
Cleveland Open Cup Method

TS EN ISO 2592

Bituminous Mixtures -
Hot Mix Asphalt

Determination of Bulk Density of Bituminous
Specimens

TS EN 12697-6

Marshall Test

TS EN 12697-34

Quantitative Extraction of Asphalt Binder from
Asphalt Mixtures - Glass Jar Extractor Method

ASTM D2172 / D2172M

End of Scope
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